3/4" Thick Wood
(1) 8" Active Driver

(1) 8" SLAPS-M8 Passive Radiator
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3/4" Thick Wood
(1) 8" Active Driver

SLAPS-M8 INTERNAL NET BOX SIZES IN CUBIC FEET WITH A 1/4 CUBIC FEET INCREMENTS

(2) 8" SLAPS-M8 Passive Radiators
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0.3 ft3 0.55 ft3 0.8 ft* 1.05 ft* 1.3t 1.55 ft* 1.8 ft*
Tuning Hz | Added Mass Tuning Hz | Added Mass Tuning Hz | Added Mass Tuning Hz | Added Mass Tuning Hz | Added Mass Tuning Hz | Added Mass Tuning Hz | Added Mass
15 691 15 342 15 211 15 143 15 100 15 72 15 51
16 598 16 291 16 176 16 116 16 79 16 54 16 36
17 521 17 249 17 147 17 94 17 61 17 39 17 23
18 456 18 214 18 123 18 75 18 46 18 26 18 12
19 402 19 184 19 103 19 60 19 34 19 16 19 3
20 355 20 159 20 85 20 47 20 23 20 7
21 315 21 137 21 70 21 35 21 14 21 1
22 280 22 118 22 57 22 25 22 6 B
23 250 23 101 23 46 23 16 B B
24 223 24 87 24 36 24 9 B B
25 200 25 74 25 27 25 2 B B
26 179 26 63 26 19 B B B
27 160 27 52 27 12 B B B
28 143 28 43 28 6 B B B
29 129 29 35 29 0 B B .
30 115 30 28 B B B B
31 103 31 21 B B B B
32 92 32 15 B B B /]
33 82 33 10 B B B ]
34 73 34 5 B B B B
35 64 35 0 B B ] B
36 56 N H _ N H
37 49 N H N [ H
38 43 N H B H H
39 37 N H V H H
40 31 N H - H H
41 26 N H H H H
42 21 N H H H H
43 17 [ H H H H
44 12 N H H H H
45 8 N H H H H
46 5 » H H H H
47 1 = H H H H
N H H H H
N H H H H
|| || || || ||

ALL ASPECTS BELOW ARE WITH ZERO ADDED MASS
ASSUMING SURROUND LOSSES OF Qmd =7 @ 20Hz

Not Recommended

Optimal

I Do Not Used

Mass to Deflection 4.212 kgs Active Piston Area Sd 201.0624 cm Air Mass Mmr In Kgs 0.001639322 kgs Free Air Resonance Fs = Fp 32.01526526 Hz
Deflection in Meters, X 0.0135m Active Piston Area Sd 0.02010624 m Air Mass Mmr In Grams 1.639321512 g Qm 9.5
CMS, CMP 0.000326721 N-m Vas in Liters 18.7554059 L Moving Mass In Grams 74 g Qt 0.31
Diameter Peak to Peak, D 16 cm Vas in Cubic Feet 0.660401616 ft3 Mms = Mmp In Grams 75.63932151 g Peak To Peak Excursion 4in/10.16 cm




